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BARDOLINE® ONDULINE EASYFIX®

Lightweight 
roofing systems

BEFORE
AFTER

ONDUVILLA®

From corrugated bitumen roofing sheets, to plastic panels in 
polycarbonate, GRP, Polyester and PVC, Onduline’s lightweight sheets are 
perfect for DIY applications, such as garden sheds and annex buildings, 
as well as animal homes and agricultural buildings, such as stables.

 LIGHTWEIGHT 
ROOFING SYSTEMS
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ONDULINE CLASSIC®

The original lightweight bituminous corrugated roofing sheet suitable 
for both renovation and construction projects, and can be used on 
either wooden or metal structures.

Technical characteristics

Accessories

ONDULINE CLASSIC®

Length 200 cm

Width 95 cm

Corrugation height 38 mm

Weight per sheet 6.5 kg

Weight per m2 3.5 kg

Sheets per pallet 200 pcs

Norm Comply with EN 534 

Installation instructions  

Red Black Brown Green

PIGMENTED COLOURS

Colour range

ONDULINE CLASSIC ®

ONDULINE RIDGE  
A100 - 100 x 50 cm

ONDULINE® VERGE*  
D100 - 100 x 7 x 12 cm

UNIVERSAL SCREWS
60 mm

ONDULINE® NAILS
65 mm 

Packaging Package of
15 ridges

Package of
20 verge pieces

Bag of 
100 screws Bag of 100 pcs

Red • • • •
Brown • • • •
Green • • • •
Black • • • •
Intense Anthracite Grey • • • •

Made by me!Made by me!
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95cm 200 cm

W A R R A N T Y

WA
TE

RPROOFING

15 YEARS

Intense
Anthracite Grey

20 adapted fasteners
per sheet: nails or screws

Start fixing sheets at the opposite direction to prevailing winds at 
the end of the row. Begin every second row with a sheet cut in half 
vertically. Fix 20 nails or screws per sheet to have a longlasting and 
guaranteed roof, nail or screw every corrugation on eaves, overlaps 
and ridges.

Maximum
purlin
distance

> 15°
(over 27%)

10° - 15°
(17% - 27%)

5° - 10°
(9% - 17%)

Minimum 
end 
overlap

Minimum 
side 
overlap

Overhang
at eaves

61 cm

7 cm

ROOF
PITCHES

17 cm

1 corrugation

45 cm

7 cm

20 cm

1 corrugation

Full deck or
close batten

7 cm

30 cm

2 corrugation
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ONDUVILLA®

A complete, aesthetic and unique roofing system, 
composed of bitumen tiles & accessories.

Technical characteristics

40 cm

107 cm

SLIM CAP
106 x 19,4 cm

CLOSURE CAP
106 x 19,4 cm

RIDGE A90 
90 x 42 cm

VERGE PIECE
90 x 50 cm

UNIVERSAL 
SCREWS 60 mm

NAILS  
65 mm

FOAM  
FILLERS

ONDULAIR SLIM
150 mm

Packaging Package of
20 slim caps

Package of
20 closure caps

Package of
20 verge pieces

Bag of
100 screws Bag of 100 pcs Package of

2 pairs

Shaded Red • • • • • •
Anthracite Black • • • • • • • •

Classic Red 3D • • • • • •
Shaded Brown • • • • • • • •
Shaded Green • • • • • • • •

ONDUVILLA®

Length 107 cm
Width 40 cm
Corrugation height 38 mm
Weight per tile 1,27 kg
Weight per m2 4 kg
Gross coverage per tile 0,43 m2

Net coverage per tile 0,31 m2

Tiles per m2 3,23 pcs

Packaging
In bundles
(= 7 tiles)

40 bundles per pallet

280 tiles per pallet

In bulk 300 tiles per pallet

Carbon footprint 4 kg eq CO2/m2

Norm Comply with ETA 10/0018 

See installation instructions on the packaging or on our website onduline.co.uk.

Installation instructions  

Start the installation in a direction 
opposite to the prevailing winds. Start 
the fixing from the eave. The overhang 
has to be max 5 cm. To prevent the 
penetration of wind driven rain, snow 
and birds fix ONDUVILLA® FOAM FILLERS. 

1 Stagger the rows, by starting the 
second row with a half tile.  
Ensure proper waterproofing by 
aligning the overlapping guides. 

2 The aesthetics and wind uplift 
protection can be optimised by using 
the verge element accessory, which is 
fixed first on the sidewall, then as well 
on the top of the corrugation.

3

Cover the ridge with the SLIM CAP 
and fix it on each side of the roof, 
through the FOAM FILLERS, on top of 
the corrugations. The direction of the 
overlap is opposite to the direction of the 
prevailing winds.

4b Finish the ridge with the CLOSURE CAP 
element for better aesthetics and better 
waterproofing.

5

3D

5 cm

Only for 3D colours finished

1 - Full tile
3 - Half tile

6 - Half tile

4 - Full tile5 - Full tile

Overlap 10 cm minimum

Overlapping
stripes

 side fixing

 top fixing

Ensure watertightness at ridge by applying 
the ONDUVILLA® FOAM FILLERS, on both 
sides of the ridge line.

4a

Colour range

PIGMENTED COLOURS

Classic Red 3D

PAINTED COLOURS

2 - Full tile

Accessories

W A R R A N T Y

WA
TE

RPROOFING

15 YEARS

Shaded Red Anthracite Black Shaded Brown Shaded Green

Watch the video!
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ONDULINE EASYFIX®

Corrugated with flat section roof sheets for a modern look to any 
garden structure with intuitive fixings for an easy install.

Technical characteristics

Start laying sheets over the gutter with 7cm 
overhang maximum. Installation could be 
realised either on full deck (recommended) 
or on discontinuous support (37 cm between 
purlins).

1 15 fixings minimum should be used per 
sheet. The fixing, always set in the top of 
corrugations, should be done in the right 
order and in between the two overlapping 
lines. Wait to fix the last corrugation until 
you overlap it with the next sheet. 

2 Cover the ridge with the standard ridge 
and fix it on each side of the roof, on top 
of each corrugation. The direction of the 
overlap is opposite to the direction of 
the prevailing winds.

3

The aesthetics and wind uplift protection 
can be optimised by using the verge 
element accessory, which is fixed first on 
the sidewall, then as well on the top of 
the corrugation.

5 ONDULINE EASYFIX® sheets provide an 
attractive, coloured and long lasting 
finishing to a wide variety of garden 
buildings.

6Lay sheets in the opposite direction to 
the prevailing winds. Stagger the rows, 
by starting the second row with a half 
sheet. Ensure easily the waterproofing by 
aligning the two overlapping lines.

4

Colour range

Intense Black Intense GreyIntense Red Intense GreenIntense Brown

INTENSE COLOURS

81 cm

200 cm

Full deck

X 15
=

Full deck

Discontinuous  
support 

overlap
15 cmDiscontinuous  

support 

Accessories

ONDULINE EASYFIX®

Length 200 cm

Width 81 cm

Corrugation height 38 mm

Weight per sheet 4,5 kg

Weight per m2 2,77 kg

N° sheet per pallet 150 pcs

Gross coverage per sheet 1,62 m2

Net coverage per sheet 1,34 m2

Norm Comply with 
EN 534 

W A R R A N T Y

WA
TE

RPROOFING

10 YEARS
37 cm max

Installation instructions  

ONDULINE RIDGE A100
100 x 50 cm

ONDULINE® VERGE* 
 D100 100 x 7 x 12 cm

UNIVERSAL SCREWS  
60 mm

NAILS
65 mm

Packaging Package of
15 ridges

Package of
20 verges

Bag of 
100 screws

Bag of  
100 pcs

Intense Red • • • •
Intense Brown • • • •
Intense Green • • • •
Intense Black • • • •
Intense Grey •  •  • •

N
EW

 O
VERLAPPING LINES

EASIER INSTALLATI
O

N

N
EW

 O
VERLAPPING LINES

EASIER INSTALLATI
O

N

Watch the video!
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ONDULINE EASYLINE®

The compact size of EASYLINE corrugated roof sheets means they are 
ideal for small-to-medium sized roofs, such as children’s playhouses,  
pet homes or small sized garden sheds.

Technical characteristics

Accessories

76 cm

100 cm

ONDULINE EASYLINE®

Length 100 cm

Width 76 cm

Corrugation height 38 mm

Weight per sheet 2,2 kg

Weight per m2 2,9 kg

Sheets per pallet 200 pcs

Norm Comply with EN 534 

Installation instructions  

Intense Red Intense GreenIntense Brown Intense Black

INTENSE COLOURS

The ridge element has to overlap the ONDULINE EASYLINE® 
sheet min 12 cm.

3a

Sheets must be fixed onto each of their supporting battens.

Every corrugation should  be nailed at eaves, overlaps  and ridges.

Every second corrugation has to be fixed at the intermediate 
purlins. The fixing at the intermediate purlins has to be staggered.

2Laying in staggered rows avoids 4 sheet thicknesses  
at overlap points. Always start your first row below  
the gutter, leaving maximum 7 cm overhang.  
Begin the second row with half an ONDULINE EASYLINE®  
sheet (cut lengthwise) and carry on with complete sheets. 

1

The ridge elements are fixed in opposite direction 
to the prevailing winds.

3b

Colour range

ONDULINE EASYLINE ®

See how to 
install ONDULINE 
EASYLINE ®

W A R R A N T Y

WA
TE

RPROOFING

10 YEARS

ONDULINE RIDGE  
A100 - 100 x 50 cm

ONDULINE® VERGE*  
D100 - 100 x 7 x 12 cm

UNIVERSAL SCREWS
60 mm

NAILS
65 mm 

Packaging Package of
15 ridges

Package of
20 verge pieces

Bag of 
100 screws Bag of 100 pcs

Intense Red • • • •
Intense Brown • • • •
Intense Green • • • •
Intense Black • • • •
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ONDULINE EASYSTYLE®

The shaded effect of ONDULINE EASYSTYLE sheets, provide a beautiful, 
tiled effect for those seeking a traditional roof for their garden buildings: 
garden sheds, summerhouses, workshops, playhouses, or pergolas.

Technical characteristics

Colour range

Shaded Red Shaded Green

INTENSE COLORS

195 cm

82 cm

Accessories

ONDULINE EASYSTYLE®

Length 195 cm

Width 82 cm

Corrugation height 38 mm

Weight per sheet 4.5 kg

Weight per m2 2.8 kg

Sheet per pallet 200 pcs

Norm Comply with 
EN 534 

W A R R A N T Y

WA
TE

RPROOFING

10 YEARS

Installation instructions  

ONDULINE RIDGE A100
100 x 50 cm

ONDULINE® VERGE* 
 D100 100 x 7 x 12 cm

UNIVERSAL SCREWS  
60 mm

NAILS
65 mm

Packaging Package of
15 ridges

Package of
20 verges

Bag of 
100 screws

Bag of  
100 pcs

Intense Red • • • •
Intense Green • • • •
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Installation in few and easy stepsColor Accessories

Technical characteristics

Minimum 10 fasteners/m2

Dual Red Dual Green

Length 195 cm

Width 82 cm

Corrugation height 38 mm

Weight per m² 2,8 kg

Weight per sheet 4,5 kg

Surface 1,60 m2

Net coverage surface 1,32 m2
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 Installation could be realised either on full
deck like on OSB panels (recommended) or on
discontinuous support with purlins every 
36,6 cm, center to center.
 Start laying sheets over the gutter with 6 cm 
overhang.

Full deck

Full deck

Discontinuous support 

Discontinuous support 

•   Lay sheets in the opposite 
direction to the prevailing winds.

•   “UP ” signs indicate the 
direction of the ridge.

•   Stagger the rows, by starting the 
second row with a half sheet 
(see ½ sheet #4). 
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aligning the overlapping lines 
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•   The aesthetics and wind uplift 
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Plan 6 fixings per elements.
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Maintain regularly your roof for a better durability: remove vegetation 
and leaf debris, take care of evacuations, accessories and structure, 
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Onduline 10 years warranty for waterproofing, valid if the product has been installed with 
Onduline recommended accessories (Ridge, Verge, Fasteners) and in full compliance with 
installation recommendations (more on onduline.com).

ONDULINE EASYSTYLE® 
lightweight roofing system 
provides an attractive tile 
look to a wide variety of 
garden buildings.

How to cut and trim your product?
You can easily cut the sheets with roofers cutter,  
or with hand or mechanical saw.

Made by me!Made by me!
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• The aesthetics and wind uplift 
protection can be optimised 
by using the verge element 
accessory, which is fixed first 
on the sidewall, then as well on 
the top of the corrugation. 
Plan 6 fixings per elements.

• Installation could be realised either on full deck like on 
OSB panels (recommended) or on discontinuous support 
with purlins every 36.6 cm, centre to centre.

• Start laying sheets over the gutter with 6cm overhang.

• 15 fixings minimum should be used per sheet.
 The fixing, always set in the top of corrugations on the grey 

marks, should be done in the right order. Wait to fix the last 
corrugation until you  overlap it with the verge element or the 
next sheet.

• Cover the ridge and fix it on each side of the roof, on top of 
each corrugation. The direction of the overlap is opposite to 
the direction of the prevailing winds.

ONDULINE EASYSTYLE® 
lightweight roofing system 
provides an attractive tile 
look to a wide variety of 
garden buildings.
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DURO SX 35
A premium quality bituminous corrugated roof sheet with 
industrial aesthetics for a professional finish.
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Technical characteristics

Colour range

Accessories

Intense
Anthracite Grey

Intense Red

INTENSE COLORS

ONDULINE® DURO SX 35

Length 200 cm

Width 82 cm

Thickness 3.5 mm

Height of corrugation 38 mm

Pitch of corrugation 96 mm

Product net surface 1.34m2

Weight 6.0 kg

Weight per m² 3.66 kg/m2

Corrugation / Flat sections 6 / 5

ONDULINE® DURO SX 35

82 cm

200 cm

Installation instructions  

4

5

6

1

2

3
6

5

4

• The sheets should be laid in  
the opposite direction to the 
prevailing winds. 

• Stagger the rows, by starting the 
second row with a half sheet. 

• Ensure complete waterproofing 
by aligning the two overlapping 
lines.

3.5 cm

• Installation can be on either full deck (recommended) or on  
discontinuous support (every 37 cm). Once the roof is prepared  
to the recommended spec, start laying the sheets over the  
guttering with a maximum overhang of 3.5 cm.

Full deck Discontinuous support
(Purlins/Battens)

• 15 fixings minimum should be used per sheet. 
• The fixing should always go through the top of the corruga-

tion, in the correct order and in between the two overlapping 
lines. Wait to fix the last corrugation until you overlap it with 
the verge element or the next sheet.

Full deck Discontinuous support

Installation in few and easy stepsA large choice of colors Accessories

Technical characteristics

Minimum 10 fasteners/m2

Intense CeramicIntense  
Anthracite Grey

Intense Grey

Intense RedIntense Green Intense Brown

Intense Black

Length 200 cm

Width 82 cm

Corrugation height 38 mm

Weight per m² 2,77 kg

Weight per sheet 4,5 kg

Surface 1,64 m2

Net coverage surface 1,34 m2

82 cm

200 cm

1 4

5

6

2

3

Start laying sheets over the gutter with 3,5 cm overhang  
maximum. Installation could be realized either on full deck  
(recommended) or on discontinuous support (every 37 cm).

Full deck Discontinuous support 

Lay sheets in the opposite direction to the prevailing winds. Stag-
ger the rows, by starting the second row with a half sheet. Ensure 
easily the waterproofing by aligning the two overlapping lines.

15 fixings minimum should be used per sheet. The fixing, always set 
in the top of corrugations, should be done in the right order and in 
between the two overlapping lines. Wait to fix the last corrugation 
until you overlap it with the verge element or the next sheet.

Maintain regularly your roof for a better durability:  
remove vegetation and leaf debris, take care of evacuations, 
accessories and structure, and maintain continuous ventilation.

Onduline 10 years warranty for waterproofing, valid if the product has been installed with 
Onduline recommended accessories (Ridge, Verge, Fasteners) and in full compliance with 
installation recommendations (more on onduline.com).

x 15 
=

Full deck Discontinuous  
support 

The aesthetics and wind uplift protection can be optimized  
by using the verge element accessory, which is fixed first on the 
sidewall, then as well on the top of the corrugation.

Cover the ridge with the standard ridge and fix it on each side of 
the roof, on top of each corrugation. The direction of the overlap 
is opposite to the direction of the prevailing winds.

Minimum pitch required: 9%

ONDULINE EASYFIX® sheets 
provide an attractive, 
colored and long lasting 
finishing to a wide variety  
of garden buildings.

Pitch (%)= h
b

x 100

h

b

Ridge

Gutter

CALCULATE THE PITCH OF YOUR ROOF

Watch the video!

How to cut and trim your product?
You can easily cut the sheets with roofers cutter,  
or with hand or mechanical saw.

Made by me!

Universal screws
Length: 60 mm

Circular nails
Length: 65 mm

N
EW

 O
VERLAPPING LINES

EASIER INSTALLATI
O

N

N
EW

 O
VERLAPPING LINES

EASIER INSTALLATI
O

N

ONDULINE
EASYFIX®

NEW

COLOR!
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ONDULINE® A100 VERGE
Dimensions: 100 x 50 cm  

ONDULINE® D100 RIDGE
Dimensions: 100 x 12 x 7 cm  3,5 cm

• The aesthetics and wind uplift  
protection can be optimised by 
using the verge element accessory, 
which is fixed first on the sidewall, 
then as well on the top of the 
corrugation.

• Cover the ridge with the standard ridge and  
fix it on each side of the roof, on top of each  
corrugation. The direction of the overlap is  
opposite to the direction of the prevailing winds.

• ONDULINE® DURO SX 35 sheets provide an attractive. 
long-lasting finish to a wide variety of timber buildings 
and are the perfect roof sheet alternative to metal 
sheets.

ONDULINE RIDGE A100
100 x 50 cm

ONDULINE® VERGE* 
 D100 100 x 7 x 12 cm

UNIVERSAL SCREWS  
60 mm

NAILS
65 mm

Packaging Package of
15 ridges

Package of
20 verges

Bag of 
100 screws

Bag of  
100 pcs

Intense Anthracite Grey • • • •
Intense Red • • • •
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BARDOLINE®SHINGLES
Standard shingle for all types of roof applications. Large choice of  
colour and shapes. Please contact us for housing applications. 

Technical characteristics

Accessories

34 cm

100 cm

ONDUTISS AIR®

Vapour permeable membrane

Rolls 20 x 1 m & 50 x 1.5

Use ONDUTISS to avoid condensation build up

BARDOLINE® DETAIL STRIP
0.3M X 7.5M

Premium grade shingle

Matching colours with BARDOLINE shingle

BARDOLINE®CLASSIC

Length 100 cm

Width 34 cm

Thickness 3 mm

Weight per m² 9,4 kg

Useful surface per 
bundle 2,32 m²

N° tiles per bundles 16 pcs

N° of bundles per pallet 38

Useful surface per 
pallet 88,16 m²

BARDOLINE®PRO

Length 100 cm

Width 34 cm

Thickness 3.4 mm

Weight per m² 11-18 kg (depending on shape)

Useful surface per 
bundle 3.05 m²

N° tiles per bundles 31 pcs

N° of bundles per pallet 52

Weight per pack 32.5 kg

Installation instructions  

Installation is done on full wooden  
decking only (thickness >24 mm). For  
pitches < 20 ° it is recommended to install 
a previous protection layer. Prepare base 
course cutting the tile tab lengthways.  
The eaves course is then bonded to the 
adhesive tabs of the base course.

1 If needed shorten the first left (or right) 
strip by half a tab. On completion check 
the tile bonding, use adhesive  
to reinforce laps as required.

3Use five 20 mm large headed 
galvanised nails per shingle.  
Nail through strip centre band and 
into the top edge of the lower course.

2

To complete the ridge line, cut shingles 
to make the ridge or use BARDOLINE® 
Detail Strip.

4a

Red Brown Green Slate Grey

RECTANGULAR 

Red BrownGreen Slate Grey

BEAVER 

Red Slate Grey

TRIANGULAR

Shape and colour range

See how to install 
BARDOLINE ® 
CLASSIC

Make sure that the bitumen shingles are sufficiently covered  
on both sides of the roof. The direction of the overlap is  
made in the opposite direction to prevailing winds.

4b
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ONDUCLAIR® ONDUCLAIR®

Transparent 
solutions
Onduline® has a wide and extensive range of transparent sheets, 
including: PVC, polyester, polycarbonate and polycarbonate multiwall 
for use as rooflights, cladding or creating transparent buildings.

BEFORE
AFTER

ONDUCLAIR® PLASTICS

TRANSPARENT
SOLUTIONS
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TRANSPARENT
SOLUTIONS

ONDUCLAIR®  

PLASTICS
Single-skin sheet in PVC, Polyester (PLR)  
or Polycarbonate (PC) for light roofing and cladding  
of shelters, pergolas, annexes, carports or garden houses.

Technical characteristics

ONDUCLAIR® PVC ONDUCLAIR PC ®(POLYCARBONATE)

Corrugation Profile 95/38 Iron 8/3 Big 6 Standard
3’’ 95/38 142/38 IRON 112

Standard length 150 - 366 cm 150 - 366 cm

Standard width 95 cm 66 cm 108.6  cm 76.2 cm 95 cm 142 cm 112 cm

Colours Translucent/Transparent Translucent/Transparent

Thickness 0.8 - 1.3 mm 0.8 - 1.3 mm

Light transmission Transparent 80 %, Translucent 65 % Transparent 90 %, Translucent 66 %

Fire classification Euroclass B-s2, d0 Euroclass B-s1, d0

N° sheets per pallet 200 pcs 200 pcs

Norm Comply with EN 1013 

Installation instructions

General information

ONDUCLAIR ® PVC ONDUCLAIR ® PC
(POLYCARBONATE)

Product Advantages

• Good light transmission and UV resistance (UV 
protection on both sides)

• 3 year warranty for light transmission and impact 
resistance

• ONDULINE 95/38 perfectly matches the ONDULINE 
CLASSIC bituminous corrugated roof sheet profile.

• Aesthetics, comfort and protection thanks to excellent 
light transmission and good durability

• Excellent impact resistance
• UV resistance on external side
• 10 year warranty for light transmission and impact 

resistance
• ONDULINE 95/38 matches ONDULINE CLASSIC profile 
• ONDULINE 142/38 matches DURO SX 35, EASYFIX and 

EASYSTYLE profiles

Corrugation profile 95/38 Iron 8/3 Big 6 Standard 3” 95/38 Iron 8/3 Big 6 Standard 3”

Applications Shelters, rooflights, annexes… DIY and Professional projects, cladding, agricultural

The slope and the loads (snow in particular) define the distance between the purlins. 

ROOF SLOPE

Type PO - 76/18 GRECA - 75/18 GO - 177/51

Minimum  
roof slope 14° (25 %) 14° (25 %) 14° (25 %) 

Distance 
between purlins

Max. 110 cm

max. 
110 cm

max. 
110 cm

Max. 138 cm

max. 
138 cm

max. 
138 cm

Max. 138 cm

max. 
138 cm

m
ax. 

138 cm

Side 
overlap

2 corrugations 2 corrugations 1/2 corrugation

End 
overlap
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ONDUCLAIR® PCMW 
ONDUPLAST® PCMW 
onon

Colour range

COLOR THICKNESS GENCOD

2 m x 1,05 m Transparent 6 mm 3467670000674

3 m x 1,05 m Transparent 6 mm 3467670006294

2 m x 0,98 m Transparent 10 mm 3467670007727

3 m x 0,98 m Transparent 10 mm 3467670007796

2 m x 0,98 m Transparent 16 mm  3467670007840

3 m x 0,98 m Transparent 16 mm 3467670007673

Accessories

Polycarbonate 
H profile

Length: 2100 mm

Complete kit 
with H profile 

Aluminium
Length: 3 m

Polycarbonate 
U profile

Length: 2100 mm

Complete kit 
with U profile 

Aluminium 
Length: 3 m

Polycarbonate 
washers

Blister of 10 
pieces

Adhesive tape for the :

- top  
of the panel 33 m

- bottom  
of the panel 33 m

6 mm 3467670019546 N/A 3467670007024 N/A 3467670018853 3467670004320 3467670004313

10 mm 3467670019560 3467670022034* 3467670007413 3467670022041* 3467670018860 3467670004320 3467670004313

16 mm 3467670019577 3467670022034 3467670010383 3467670022041 3467670018983 3467670004320 3467670004313

* needs also adaptation seal: 3467670006904

Installation instructions  

Install main profiles on the purlins, then 
end and intermediate profiles.

1 Set up adhesive tapes on the top 
and the bottom of the panel.

2 Install the sheets, walls parallel to 
the direction of the slope, with the 
coloured face towards facing the sky.

3

If necessary, use a silicone seal  
(UV resistant) to ensure watertightness 
between sheets and wall.

6Set up U profile on sheet end.5Install the cover caps by clipping. Add a 
water tight seal on the ridge for the 10 
mm sheets.

4

Polycarbonate U profile

Polycarbonate H profile

Cautions:
Stock sheets in an area not exposed to the sun or direct heat from the sun. Sheets are supplied with a coloured protective film on upper side. 
Protective side to be faced toward the sun. Do not remove this film untill the installation is complete.

Technical characteristics

ONDUCLAIR®/ONDUPLAST PCMW

Color Transparent

Dimensions 200 - 300 x 105 cm 200 - 300 x 98 cm 200 - 300 x 98 cm

Thickness 6 mm 10 mm 16 mm

Nr of wall 2 2 3

Light transmission 82 % 82 % 74 %

Weight per m² 1,3 kg 1,7 kg 2,7 kg

N° sheets per pallet 50 pcs 50 pcs 50 pcsW A R R A N T Y

WA
TE

RPROOFING

10 YEARS
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Industrial 
buildings
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Your advantages

•  Secure the installation: no piercing  
in the old roof

•  Save your time: no need to dismantle  
the old roof, lightweight

•  Install easier and faster: size  
of the sheets up to 12 m, large range  
of accessories

•  Adapt easily to each roof or cladding:  
ideal for renovation with a wide choice 
of profiles and finishes

Your customers advantages  

•  No activity downtime, external 
renovation

•  Money savings: avoid the removal  
of the old roof

•  Long lasting protection: many options  
as fire protection, chemical resistance

•  Energy bills cutting thanks  
to improved insulation

Over-roofing system designed for the renovation and insulation  
of fibre cement (with or without asbestos) and metal roofs

Accessories

1    Opaque Polyester Top Skin 

2    Insulating expanded polystyrene panel  

3    Roof slope fixing 

4    Foam filler for eaves  

5    Eaves fixing

3

Curved  
washer

Plane washer 
(ridge) Cap Roll top ridge

Insulating 
expanded 

polystyrene  
for ridge

Foam filler  
for ridge

5

4

21

Installation principles 

Reaction  
to fire  

Top skin
Euroclass E 

non-dripping 
or B-s3,d0

Insulation  
Euroclass E 

or A1

1      ONDUCLAIR® RENOV comes complete with a full range of specifically designed accessories  
(flat ridge tiles, roof-to-wall connections, verges) as well as translucent sheets for skylight sections).  
The system is built around a specific set of fasteners that make it possible to perform roofwork 
without having to stop activity inside the building underneath. For renovation work on fibre  
cement roofing sheets, the fasteners snap-fit without piercing, as stipulated under current  
French asbestos legislation.

2      ONDUCLAIR® RENOV keeps your structure built-to-last by adding on an external insulation layer. 
Its wicks away condensation from the roof covering underlayment in building projects with low to 
medium humidity levels.  
The multi-layering system package thus protects the initial uninsulated roof covering against climate 
stresses.

3      Polyester sheets are fastened on the fixings, starting from the eaves to the ridge. 
 

Please refer to the Installation guide  
on onduline.com.  

Technical characteristics

Fibre cement corrugated  
profile 177/51 (Roof) Metal roof & wall

Option FR / CR 
specific fire classification  

and/or chemical resistance  
for the external layer

RENOV  
FC PSE

RENOV  
FC LR

RENOV  
ST PSE

RENOV  
ST LR PSE LR

Polyester 
thickness 1.3 or 1.7 mm 1.45 mm

Insulation

Expanded 
polystyrene / 

Graphite 
on request 
(in 80-mm 
thickness)

Rockwool

Expanded 
polystyrene / 

Graphite 
on request 
(in 80-mm 
thickness)

Rockwool

Expanded 
polystyrene / 

Graphite  
on request  
(in 80-mm 
thickness)

Rockwool

Polyester  
fire rating E non-dripping B-s3, d0

Weight / m² 3 kg/m² (30mm EPS)  

Colours

 

 Light Ivory 

  

Grey Blue 

 

Reseda Green 

  

Red Brown 

   

 Pure White 

  

 Basalt Grey

  

Light Grey 

  

Anthracite Grey

 

Off-White

 

Petrol Blue

   

Light Grey

OPTION FR /CR

Profiles

ONDUCLAIR® RENOV FC

for roofs with fibre cement corrugated profile 177/51 

ONDUCLAIR® RENOV ST

For metal roofs & walls

ONDUCLAIR® RENOV

Farm 
buildings

Public-access 
buildings

UV resistant

Thermal-comfort

Fast to install

Lightweight

Impact resistant

TRANSPARENT
SOLUTIONS
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Waterproofing 
and protection

At Onduline®, our core values are Simplicity, 
Reliability and Commitment.

Whatever the need, Onduline® is determined to 
provide protection above all. That means protect 
you, professional, and our end-users, protect your 
profits, and protect our environment, all at the same 
time! For us, sustainability is more than a trendy 
word.

ISOLINE® 30 
ONDULINE® Underlay Systems

ONDUTISS® AIR 32 
ONDUTISS® Roofing Underlay Membrane

ONDUTISS® FACADE 34

ONDULAIR RIDGE KIT 36

Smart waterproofing, long term serenity!  

Any roof covered with tiles can leak over time, ISOLINE® is a unique under roof 
system, which is BRE tested and BBA Accredited to as low as 10° with a 30-year 
guaranteed. Designed specifically for use on low pitch roofs, this lightweight 
bituminous underlay sheeting has been rigorously tested and is guaranteed to 
prevent leaks at low pitches for all types of roof tiles. 

Solutions like ONDUTISS® reduce losses by poor airtightness that can be very 
detrimental to the energy efficiency of a building, a major concern of standards 
from eco-design and approaches of high environmental standard quality.

WATERPROOFING
AND PROTECTION 
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Technical characteristics

ISOLINE® Accessories
ISOLINE® LOW LINE

Advantages

•  Fit easily all tiles shapes: for straight & 
easy wedging

•  Save time and peace of mind on 
jobsites: quick weatherproofing

•  Durable waterproofing: suitable for low 
pitched roofs (8° min)

•   Adapt easily to each roof structure: absorbs 
structure moves, ideal for renovation

•  Benefit from easy carrying, handling 
and fixing thanks to the light weight

•  Secure your daily job: walkable, non-
slippery and safe cut

•  Save manpower

End-user benefits  

•  Highly durable waterproofing: no leak 
if tiles break. 30-years guarantee!

•  Money savings: reuse original tiles, 
keep the original appearance of the roof

•  Increased tiles durability, less 
humidity thanks to ventilation

•  Sustainability: environmental friendly 
production, based on recycled materials

Complete system

LightweightFast 
weatherproofing

Ventilation Eco-responsible

Fast to install

The ISOLINE underlay system is a sustainable ‘roof beneath a roof’ that is  
designed to be used under clay, slate or concrete tiles, the system provides  
durable waterproofing with a 30 year guarantee.

W A R R A N T Y

WA
TE

RPROOFING

30 YEARS

WATERPROOFING
AND PROTECTION 

ONDULINE® EAVES 
VENTILATOR STRIP

ONDULINE® MULTI-
PURPOSE EAVES TRAY

ONDULINE® BATTEN 
CLOAKING PIECE 

ONDULINE® APRON 
FLASHING

Length 1000mm 1500mm 1220mm 870mm

Approximate Coverage 1000mm 1500mm (150mm overlap)
1220mm

(55mm x 55mm for 25mm battens )
770mm

(Two corrugations overlap)
ISOLINE® LOW LINE

Length 2000 mm

Width 1010 mm

Thickness 2.4 mm

Corrugation height 24 mm

Pitch of corrugation 48 mm

Weight of product 6.2 kg

Weight per gross surface 3.1 kg/m2

Corrugations 21

Water impermeability Pass1

Water vapour permeability > 4000µ (EN ISO 12572)

Gross Surface (m2) 2.0 m2

Norm Comply with EN 534

Certification BBA Certified
1010 mm

20
00

 m
m
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Technical characteristics

Wind Zones
ONDUTISS® AIR

Advantages

• ONDUTISS® AIR membranes have a 
high technical specification, including 
advanced levels of tensile strength, tear 
resistance and ductility

• BBA certified for use in warm non-
ventilated and cold ventilated roofs, as 
well as timber-frame constructions

• Protection against water penetration 
and condensation

• Class W1 in accordance with BS EN 
13859-1:2014 to water penetration and 
a Class E reaction to fire

• Wind zones 1-5: see table

End-user benefits  

•  Improved thermal efficiency helping 
to reduce energy consumption

•  Reduces CO2 emissions to the 
atmosphere, regulates the flow of water 
vapour and is resistant to high and low 
temperatures

•  Protection from leaks

High qualityFast 
weatherproofing

Ventilation

BBA certified high vapour permeable roof and cladding membranes for compete 
waterproofing and protection.

WATERPROOFING
AND PROTECTION 

Product <345 mm batten gauge <250 mm batten 
gauge(1)

<250 mm batten gauge 
with integral taped laps

<345 mm batten gauge 
with integral taped 

laps

<345 mm batten gauge 
with single-sided taped 

laps

ONDUTISS AIR 100 Zone 1 Zone 1 to 5 Zone 1 to 5 Zone 1 to 5 Zone 1 to 5

ONDUTISS AIR 120 Zone 1 to 2 Zone 1 to 5 Zone 1 to 5 Zone 1 to 5 Zone 1 to 5

ONDUTISS AIR 140 Zone 1 to 3 Zone 1 to 5 Zone 1 to 5 Zone 1 to 5 Zone 1 to 5

ONDUTISS AIR 160 Zone 1 to 5 Zone 1 to 5 Zone 1 to 5 Zone 1 to 5 Zone 1 to 5

(1) Underlays with a wind uplift resistance at a 250 mm batten gauge that satify the minimum design wind pressure of 820 PA for Zone 1 are deemed to satisfy the requirement for 
use at 100 mm batten gauge in all Wind Zones.Range

ONDUTISS® AIR
(Breathable membrane)

Description Breathable, Flexible, Lightweight Polypropylene three layers

Products ONDUTISS®  
AIR 100

ONDUTISS®  
AIR 120

ONDUTISS®  
AIR 140

ONDUTISS®  
AIR 160

Weight 100 gsm 120 gsm 140 gsm 160 gsm

Dimensions 1 x 20 m / 1 / 1.5 x 50 m 1.5 / 1 x 50 m 1.5 / 1 x 50 m 1.5 / 1 x 50 m

Colour Grey Beige Blue Beige

Package 42 / 46 / 52 rolls 24 rolls 24 rolls 24 rolls

Water resistance W1

Norm Comply with EN 13984:2013  CE

Performance

Complete system
Professional

quality

1      Roll out ONDUTISS® AIR in parallel with the gutter, starting from the bottom, 
always the printed side facing up. The membrane can be laid directly on the 
thermal insulation with slight tension.

2       Fix the bands directly to the rafters with a stapler. Nail counter batten  
on top of the membrane through to the rafters to protect the fixing area.

3       In case of any protruding element, cut ONDUTISS® AIR across the width and 
turn up on the protruding elements (chimneys, ventilations, windows etc.). Fix 
ONDUTISS® AIR with sealing tape. NOTE: For other types of membranes and 
detailed fixing guide, please visit  www.onduline.co.uk 

 

 
 

Installation instructions
For ONDUTISS® AIR Breathable Membrane
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Complete system

Ventilation

WATERPROOFING
AND PROTECTION 

Fast 
weatherproofing

High quality

Professional
quality

UV resistance

Advantages

•  Vapour permeable: highly breathable 
housewrap, ideal for timber, concrete 
and steel framed constructions

•  Windtight and water resistant
•  Cost effective, produced in economical 

jumbo sized rolls: 2.7x100m

End-user benefits  

•  Minimises heat loss through walls, 
energy saving

•  Protects thermal insulation from damp
•  Breathable wall membrane that 

protects and insulates against humidity, 
wind and condensation

ONDUTISS®
FACADE
Three layer highly air permeable and breathable house wrap.

Technical characteristics

ONDUTISS® FAÇADE 100
Weight Polypropylene

Number of layers 3

Mass per unit area 100 g/m2 (+10%)

Roll width 2,7 m

Roll length 100 m

Reaction to fire E Class

Resistance to water penetration W1 Class

Sd-value 0,02 M (-0,01/+0,03)

Maximum tensile force MD/CD 240 / 125 N/50mm (+30%)

Elongation MD/CD 60% / 70% (+30%)

Tear resistance (nail shank) MD/CD 100 / 120 N (+30%)

Dimensional stability <2%

Flexibility at low temperature -40°C

Artificial ageing water penetration W1 Class

For ONDUTISS® FAÇADE breathable house wrap.

Installation instructions  

Fix ONDUTISS FAÇADE wall membrane from bottom to top horizontally or vertically with 
the printing displayed on the outside.

1 Lightly tense the wall membrane, 
and fix to the structure with staples or 
large head nails (roof nails).

2

To eliminate air flow to the wall, it is 
best to seal the wall wrap overlaps 
with a double-sided tape. ONDUTISS 
FAÇADE is also available with integrated 
adhesive-strips.

4 A minimum of 2cm ventilation space 
should be kept between the wall wrap 
and the façade (cladding).

5Fix the next wall membrane strip, 
ensuring a minimum overlap of 30cm. 
Use the guidelines printed on the 
membrane to assist.

3

All products mentioned in this document should be installed in accordance with the manufacturer’s guidelines and where required, must be in line with NHBC guidelines, BS 5534; Slating 
and tiling for pitched roofs and vertical cladding - Code of practice, BS 5250; Management of moisture in buildings – Code of practice and must meet any law requirements of the country 
being installed in. Roof design is by others. Roof may include products from a variety of manufacturers and their compatibility, alongside any legal compliance, must be ensured by the 
client direct.
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Complete system

Ventilation

WATERPROOFING
AND PROTECTION 

Fast 
weatherproofing

High quality

Professional
quality

UV resistance

Items in Ridge Kit

QUANTITY
ONDULAIR® Ridge Roll 6m x1

Batten Support Bracket x10

Ridge Union x13

Ridge Union Centre Clip x13

Ridge Union Side Clip x26

Fixing Screws x13

Washers x13

ONDULAIR® DRY
RIDGE KIT
Universal dry ridge and hip kit that is suitable for ridge and hip applications 
and is compatible with most tiles, slates & ridge tiles.

Technical characteristics

ONDUCLAIR® RIDGE KIT Components

ONDULAIR® DRY RIDGE KIT
Roll width 310 mm

Roll length 6 m

Material
Polypropylene

PU glue + stitching (threads made 
of 100% polyester silk

Width and thickness of butyl 15/1.2 mm

Elongation MD/CD 25%

Width of aluminium strips 70 mm (x2)

Advantages

ONDULAIR® RIDGE
ROLL

ONDULINE® RIDGE
UNIONS & SIDE CLIPS

ONDULINE® RIDGE
KIT FIXINGS

ONDULINE® BATTEN
SUPPOPRT CLIPS

Description 6m premium ridge roll
Plastic Ridge Unions and

Ridge union Centre and side Clips
Stainless steel screw fixings and

washers
Stainless steel batten support

bracket

• Quicker and easier to install than wet 
alternatives

• Fixing screws and clamps are supplied for 
speed of installation

• A 310 mm wide ridge roll.
• Breathable spunbond for additional 

ventilation

• Adjustable clip height and flexible vent roll
o Compatible for unventilated dry 

ridge applications, along with the 
standard install of the underlay

o For ventilated dry ridge 
applications, lay the underlay 
ensuring it is left short of the ridge 
board or tops of trusses (if no ridge 
board installed) on both sides of 
the roof to allow for ventilation.
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Just a phone call away!

Reliable logistics

Integrated R&D

Production quality

Local sales force
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Who is Onduline® ?

The Onduline® brand was born in France back in 1944 
with the introduction of our first cellulose-bitumen-
based roofing solution and underlay material. Over 
the next half century, we expanded rapidly across 
Europe and, more recently, throughout South 
America, East Asia and North America. Today, 
Onduline® delivers high-performance products and 
award-winning roofing solutions to more than 100 
countries worldwide. And in addition to our long-
time focus on professionals, we’ve also adopted a 
specialised approach for our Do-it-Yourself customers, 
offering the same level of professional quality.

We don’t see ourselves as just a manufacturer. We see 
ourselves as a dedicated partner that combines first-
rate services with long-term vision. Our core values 
include simplicity, reliability and a firm commitment 
to quality and innovation, backed by solid investment  
in R&D. 

And through our first-rate logistics service, our local sales 
force offers easily accessible stock and timely delivery.

So be sure that we talk to you as a strong partner.

Whatever the need, Onduline® is determined to 
deliver Protection above all. That means protecting 
our end-customers, protecting your profits, and 
protecting our environment, all at the same time!

All for you !

• Worldwide leader in lightweight roofing

• About 80 years of industry experience

• Around 1200 employees and 28 nationalities

• Available in 100 countries through 29 Commercial subsidiaries

• 8 plants in 7 countries

• About 60,000 t of cellulose fibres recycled every year 

• 4,066 g Co2 / sqm* positive carbon footprint
*Calculated in 2011, scope Corrugated Bitumen Sheets & tiles, based on raw material supply, transport and 
manufacturing – being currently updated
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Onduline Building Products Ltd
150 Minories 
London
EC3N 1LS

T. +44 (0)207 7270533
E. enquiries@onduline.net

www.onduline.co.uk


